
The PERFECT SEAL every time.

This model is the perfect solution for medical 
applications when faced with stringent budget 

constraints.  

PERFECT PRICE

• External calibration ports allow
for calibration without moving or

modifying the machine. 

• Safety designed in, not added on.

• Rigid welded steel enclosure with
powder-coat finish is standard.  

Stainless Steel optional.

• All the same Features as the 530, but
requires no external air supply. 

MODEL 540: Plug N’ Seal

MODEL 530 With the Accu-Seal Model 530 Validatable Medical
Sealer, you have absolute seal process control for

validation in a table top impulse sealer.
Now, seal your bags and pouches with

complete confidence without stopping to
adjust machine settings throughout 

production. Determine your seal
process requirements and let your
sealer do the rest. 

The Digital heat timer, Digital 
electronic temperature control, and 

pressure regulator with gauge give you 
complete sealing process control for validation. 

MODEL 540

Validatable Medical
Pouch Sealers

Plug N’ Seal

Why fill your work area with a massive sealer?  At 25
pounds, the 15” Model 530 and 540 get the job done
and need only a 20” x 10” surface. 

PORTABLE

MEDICAL SEALER

QUALITY HEAT SEALING SOLUTIONS



ACCU-MED SEALER

BUILT-IN FEATURES

• Digital Electronic Heat Timer 
• Digital Electronic Temperature Control: 

Seal Temperature 
Jaw Release Temperature 

• Pneumatic Jaw Pressure Control with Gauge 
• Calibration Ports for: 

Temperature 
Time 
Pressure 

• Support Tray 
• Electronic Foot Switch Activator 
• External Exhaust Port  

SPECIFICATIONS

• Seal Widths: 1/4” Standard, 
Other widths and styles available 

• Seal Lengths: 15”, 20”, 25”, 30” and 35” 
(35” in 530 only) 

• Requirements: 
Power: 120 Vac, 7 Amps (20”) 
Air: 1 CFM @80 PSI (530 only) 

• Size: 
Length: Seal length +5.5” 
Width: 9.5” 
Height: 8.5” 

• Approximate Weight: 25 -40 lbs.  

FACTORY OPTIONS

• Internal Compressor (540 only) 
Eliminates External Air Requirement 

• Stainless Steel Enclosure 
• 220 Vac Conversion (530 only) 
• CE (530 only)   

OPTIONAL ACCESSORIES

• Ergonomic Multi-Position Accu-Seal Stand 
• Ultra Quiet Lab/Office Compressor 
• Standard Industrial Air Compressor 
• Portable Accu-Sealer Cart 

MODEL 530 & 540

The Accu-Seal Model 530 & 540 Validatable Sealers were
designed, built, and tested to give years of reliable, 
trouble free service.

TWO-YEAR LIMITED WARRANTY

OPTIONAL PORTABLE
ACCU-SEALER CART

(SHOWN W/INDUSTRIAL
COMPRESSOR)

OPTIONAL
ULTRA-QUIET
LAB/OFFICE

COMPRESSOR

225 Bingham Drive, Suite B
San Marcos, CA 92069
800-452-6040 • 760-591-9800
FAX 760-591-9117
www.accu-seal.com
e-mail: info@accu-seal.com
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W/ MODEL 635-232
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